
     Type ...............................................................................................................................................

     Catalog number ............................................................................................................................

FEATURES
HOUSING — Rugged, die-cast, soft corner aluminum

housing with 0.12" nominal wall thickness. Standard
finish is dark bronze (DDB), polyester powder with
other architectural colors available.

DOOR FRAME — Die-cast, hinged door frame is fully
gasketed with one-piece tubular silicone.

LENS — Prismatic, impact-resistant, tempered glass,
drop-dish acrylic lens or drop-dish polycarbonate lens.

MOUNTING — Utilizes four 0.5" mounting holes and one
0.88" electrical connection hole located on top (mount-
ing hardware not included).

OPTICS — Reflector is optical quality aluminum that
works in tandem with a light-diffusing prismatic lens.

ELECTRICAL SYSTEM — Constant-wattage autotrans-
former ballast is copper wound and 100% factory
tested.

SOCKET — Horizontally-oriented, mogul-base, porcelain
socket with copper alloy, nickel-plated screw shell and
center contact. UL listed 1500W, 600V, 4KV pulse rated.

LISTING — UL 1572 listed for wet locations.  Covered ceil-
ing mount on concrete, steel or aluminum. Not for use
in dwellings. Listed and labeled to comply with Cana-
dian Standards (outdoor use only).

Options

Surface-Mounted Soft Square HID Lighting

KACM
METAL HALIDE

150W, 175W, 200W, 250W, 320W, 350W, 400W
15' to 30' Mounting

ORDERING INFORMATION
Choose the boldface catalog nomenclature that best suits your needs and
write it on the appropriate line. Order accessories as separate catalog number.

Series

KACM M1

NOTES:

1 Multi-tap ballast (120, 208, 240, 277V).

2 May be ordered as accessory.

3 FP lens only.

4  Other architectural colors available;

please see paint brochure.

5 May be ordered with SCWA or LLRPSL.

6 Must be ordered with SCWA or LLRPSL.

7 Consult factory for availability in Canada.

.88 Dia. Hole

Standard Dimensions

Square: 17-1/2 (44.5)
Depth: FP Option:  7-1/8 (18.1)

DP Option: 11-1/8 (28.3)
Weight: 40 lbs. (18.1 kg)

Example: KACM 400M FP 120

KACM 400M

Lens

FP Flat prismatic, C73T lens
DPA Drop prismatic acrylic lens
DDP Drop prismatic  polycar-

bonate lens

Voltage

All dimensions are inches (centime-
ters) unless otherwise specified.

FP

DP

Square

Architectural Colors4

Standard Colors
DDB Dark bronze (standard)

DWH White
DBL Black

Classic Colors
DMB Medium bronze
DNA Natural aluminum

  DSS Sandstone
DGC Charcoal gray
DTG Tennis green
DBR Bright red
DSB Steel blue

Shipped Installed
SF Single fuse (120, 277, 347V) n/a TB
DF Double fuse (208, 240, 480V) n/a TB

QRS Quartz restrike system (250W max,
120V lamp not included)

CSA Listed and labeled to comply with
Canadian Standards

EC Emergency circuit
YK Yoke mount
TC Thru-wire condulet tee capability

SCWA Super CWA Pulse Start Ballast
(TB only)

LLRPSL Low Loss Reactor Pulse Start Ballast
(277V only)

Shipped Separately2

KACVG Vandal guard3

KACWG Wire guard 6" 6"

6"

6"

2-5/8"

.50 Dia.
(4-pieces)

1-15/16"

KACM MOUNTING DETAIL

KACM 150M5

KACM 175M
KACM 200M6

KACM 250M5

KACM 320M6

KACM 350M6

KACM 400M5

120
2087

2407

277
347
4807

TB1
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Coefficient of Utilization
Initial Footcandles

KACM Surface-Mounted Soft Square HID Lighting

Mounting Height Correction Factor
(Multiply the fc level by the correction factor)

10 ft.= 2.25

12 ft.= 1.56

20 ft.= 0.56

25 ft.= 0.36

5

2.5

1

.5

.25

KACM 400M DP Test No. 1192121701

COEFFICIENT OF UTILIZATION
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400W Metal Halide lamp, 36000 rated
lumens. Footcandle values based on 15'
mounting height, Distribution DP, cutoff.
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KACM 400M FP Test No. 1192121702

COEFFICIENT OF UTILIZATION
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400W Metal Halide lamp, 36000 rated
lumens. Footcandle values based on 15'
mounting height, Distribution FP, cutoff.

Electrical Characteristics
Line current Primary

Primary (Amps) dropout Input Power Regulation
Wattage/ballast voltage Start/Operating voltage watts factor (%) Line V = Lamp lumens

120 2.50/4.00 55
400CWA 208 1.45/2.30 95
Peak-lead 240 1.25/2.00 110 455 90+ ±10% = ±10%
Autotransformer 277 1.10/1.75 125

480 .73/1.00 225
Tested to current IES and NEMA standards under stabilized laboratory conditions. Various operating

factors can cause differences between laboratory data and actual field measurements. Dimensions and

specifications on this sheet are based on the most current available data and are subject to change
without notice.

NOTE:
1.   Photometric data for other distributions can be accessed from the Lithonia Lighting
        website.  (www.Lithonia.com)
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